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     Netafim SpinNet and VibroNet Sprinklers 
produce high levels of watering uniformity with 
drip-less sprinklers specifically designed for a 
full range of bedding plant applications.
     All in row spacing is 3' [4' above crop] and        
    35 PSI or higher.
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Step
1

Visualize the Greenhouse
Evaluate the location of obstacles such as curtains or hanging baskets. Consider aisles and whether 
they can be wetted. Review cultural practices which might impact the height at which the sprinklers 
should be placed.

Step
2a

Select a Sprinkler Head for Watering Applications (go to Step 2b for Misting, 
Propagation or Cooling Applications)
All sprinkler solutions are based on an average sprinkler working pressure of 30 psi and spacing 
between the sprinklers of three feet.

One Line Solutions for Single Bay or Quonset

 10 3 R-R-BL – –
 12 3 R-R-BL R-R-BL –
 14 3 BR-BR-BL BR-BR-BL R-R-BL
 15 3 R-R-GY BR-BR-BL R-R-BL
 16 3 R-R-GY BR-Y-GY R-R-BL
 18 3 R-R-GN BR-Y-GY BR-Y-GY
 20 3 – R-R-GN BR-BR-GN
 22 3 – R-R-GN BR-BR-GN
 24 3 – – BR-BR-GN

Bay
Width (ft)

Spacing Between
Sprinklers (ft) 2’ - 3’ 4’ - 5’ 6’ - 7’

Height Above Crop

Two Line Solutions for Single Bay or Quonset

 20 3 11 R-R-BL – –
 22 3 12 R-R-BL R-R-BL –
 24 3 12 R-R-BL R-R-BL R-R-BL
 26 3 14 BR-BR-BL R-R-BL R-R-BL
 28 3 15 BR-BR-BL R-R-BL R-R-BL
 30 3 16 R-R-GY R-R-GY BR-BR-BL
 32 3 17 R-R-GN R-R-GY BR-BR-BL
 34 3 18 R-R-GN R-R-GY BR-BR-BL
 36 3 19 R-R-GN R-R-GY R-R-GN
 38 3 20 BR-BR-GN R-R-GN R-R-GN

Bay
Width (ft)

Spacing Between
Sprinkler Lines (ft) 3’ 4’ - 5’

Spacing Between
Sprinklers (ft) 6’ - 7’

Height Above Crop

Mist
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Single Bench Solutions

 4 3 VN-BL or VN-GN VN-BL or VN-GN
 5 3 VN-BL or VN-GN VN-BL or VN-GN
 6 3 VN-BL or VN-GN VN-BL or VN-GN

Bench
Width (ft)

Spacing Between
Sprinklers (ft) 2’ - 3’ 3’ - 5’

Height Above Crop

Ordering Guide
Flow
(GPH)DescriptionCode Model Number

 VN-BL VibroNet Blue Nozzle w/Check Valve 0354040L-B 10.4

 VN-GN VibroNet Green Nozzle w/Check Valve 0354050L-B 13.2

 R-R-BL SpinNet Red Mist Control, Red Body, Blue Spinner w/Check Valve 0355120070BL-B 18.4

 BR-BR-BL SpinNet Brown Mist Control, Brown Body, Blue Spinner w/Check Valve 0355160090BL-B 23.4

 R-R-GY SpinNet Red Mist Control, Red Body, Grey Spinner w/Check Valve 03551200070L-B 18.4

 BR-Y-GY SpinNet Brown Mist Control, Yellow Body, Grey Spinner w/Check Valve 03552000090L-B 23.4

 R-R-GN SpinNet Red Mist Control, Red Body, Green Spinner w/Check Valve 03551200070GL-B 18.4

 BR-BR-GN SpinNet Brown Mist Control, Brown Body, Green Spinner w/Check Valve 03551600090GL-B 23.4

Design Help for Sprinkler & Fogger Systems

 Part#                                Length                       Bag Qty.           Price  

haNGiNG tube with weiGht aNd adapter
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Ordering Guide
Flow
(GPH)DescriptionCode Model Number

 VN-BL VibroNet Blue Nozzle w/Check Valve 0354040L-B 10.4

 VN-GN VibroNet Green Nozzle w/Check Valve 0354050L-B 13.2
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 R-R-GY SpinNet Red Mist Control, Red Body, Grey Spinner w/Check Valve 03551200070L-B 18.4

 BR-Y-GY SpinNet Brown Mist Control, Yellow Body, Grey Spinner w/Check Valve 03552000090L-B 23.4

 R-R-GN SpinNet Red Mist Control, Red Body, Green Spinner w/Check Valve 03551200070GL-B 18.4
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Design Help for Sprinkler & Fogger Systems

Use #DRIPP or #EZP10 punch tools (Page 36)

4060...........................................12" .................................... 25 ................  $ 1.50
4450...........................................18" .................................... 25 ................  $ 1.65
5860...........................................24" .................................... 25 ................  $ 1.65
7160...........................................36" .................................... 25 ................  $ 1.80 
8350...........................................48" .................................... 25 ................  $ 1.95
48X ............................................48" Extension Tube .......... 25 ................  $ 0.95

spriNkler CheCk ValVe oNly 
      item#                             DescriPtion                       Bag Qty     Price  

2987.......................Blue Tip (Opens @ 22 PSI) ...................25 ............  $ 1.75
3005.......................Purple Tip (Opens @ 30 PSI)................25 ............  $ 1.75

3679.....................Single Fogger with Anti-drip .... 1.5 ....... $  1.50
8234.....................2-Way Fogger Only ................ 3.1 ....... $  1.75 
3664.....................4-Way Fogger Only ................ 6.1 ....... $  5.50
0236.....................Anti-Drip Only ...................................... $  1.00

   item#               DescriPtion               gPh    Price  

Growers choose the Rivulis FLF Low Flow Fog Spray for irrigation and as a method to alter 
the humidity and the evaporative climate in both greenhouses and high tunnels. The 
FLF is so versatile that it can be used as part of a cooling system in husbandry or for 
 irrigation in both cutting propagation and seed germination. Because of the unique vortex 
  flow, the FLF delivers the finest droplets even at low flow rates. Team up the FLF Low 
   Flow Fog Spray with an anti-leak valve and you’ve got a system with some serious control. 
   Once the irrigation system is shut off there is no more flow through the fog spray. 
   50-70 PSI Operating Pressure.

Anti-Drip
Opens @ 51 PSI
Closes @ 20 PSI

Greenhouse Misters 

G
reenhouse Irr.

Single 2-Way
4-Way

         Without
item #     check VaLVe           DescriPtion            sPray Dia.   FLoW  Price/ea   Price/ea  

1080...............01010 ................ VibroNet Blue Nozzle ................3' - 5' .........9.2 ......  $ 3.50 ....... $  1.75
5110 ...............05010 ................ VibroNet Green Nozzle .............4' - 6' .........11.7 .....  $  3.50 ....... $  1.75
2030...............32010 ................ SpinNet Red Body, .................10' - 18' .......18.4 ....  $  3.50 ....... $  1.75
                                                   Red Mist, Blue Spinner
1805...............01785 ................ Spin Net Yellow Body, .............14' - 18' .......23.4 ....  $  3.50 ....... $  1.75
                                                   Brown Mist, Gray Spinner
0805...............10760 ................ SpinNet Red Body, .................18' - 22' .......18.4 ....  $  3.50 ....... $  1.75
                                                   Red Mist, Green Spinner
4005...............13960 ................ SpinNet Brown Body, ..............20' - 24' .......23.4 ....  $  3.50 ....... $  1.75
                                                   Brown Mist, Green Spinner

Without CheCk ValVe



Nozzle Color
GPH Per Head

Dia. Or Bench Width

BLUE  SPINNERS
  Blue Green
  13.9 20.1
  14' 16'

GREEN  SPINNERS
 Blue Green Red
 13.9 20.1 27.7
 17' 20' 35' 

ç
ç
ç

RS70-2 ...................2' Drop Tube ................... $ 3.00
RS70-3 ...................3' Drop Tube ................... $ 3.20
RS70-4 ...................4' Drop Tube ................... $ 3.30
PW-125 ...................Clip-On Weight Only ...... $ 0.50

upside dowN assembly

   Item#           DescrIptIon           prIce  

Complete with Sprinkler (Specify Nozzle and Spinner 
Color), Anti-Drip, Tube, Weight & Connector.

roNdo miCro spriNkler

Hanging Greenhouse Sprinkler
The Rondo Micro Sprinkler is a great choice for greenhouses. With a wide 
range of features and flexible installation options, Rondo Micro Sprinklers 
deliver gentle water droplets throughout a consistent spray pattern. 
36-58 PSI operating pressure.

3/8" 
Threaded Base

Upright Micro Sprinkler
    The S2000 Micro Sprinkler features flow regulation extending the use of the sprinklers in 
applications with sloping fields or long lateral runs. It can be installed in combination with a plastic stake, 
metal stake, or hanging assembly. The range limiter reduces the diameter of spray pattern. Applications: 
Short term crops such as vegetables and long term crops such as orchards. Install 12" - 24" above crop.

s2000 series miCro spriNkler

Use #RONP punch tool (Page 36)

 sprInkler BrIDge spInner nozzle nozzle   DroptuBe W/ WeIght

RCN-10...  $ 1.50

Compression 
Base

AD-125 ............  $ 1.15

 ANTI-DRIP ON/OFF VALVE CONNECTOR CONNECTOR CONNECTORS CONNECTOR

RON-BRIDGE .......  $ 0.50

1882................ $ 0.20
1892................ $ 0.20

RTN-BLACK ........ Black ......  $  0.50
RTN-BLUE ........... Blue........  $  0.50
RTN-GREEN ........ Green .....  $  0.50

SPN-BLACK ........Black.......  $ 0.50
SPN-BLUE ...........Blue ........  $ 0.50
SPN-GREEN ........Green .....  $ 0.50
SPD-PURPLE ......Purple .....  $ 0.50
SPN-RED .............Red .........  $ 0.50Specify Nozzle Color & Spinner

Press Fit with 
Stake Insert

Threaded Base 
with Press Fit 

on Inside

Male Press-Fit x Female Press-Fit

1882 - Barb x Male 
      Press Fit Male Press-Fit Coupling

   ¼" (.170" OD) Rondo Tubing
Coupling⅜" Female NPT x

¼" Barb

BA-125 ........... $ 0.50

1892
Barb x Female 

Press-Fit

Female x Male Press-Fit

3735................ $ 0.20

RHN-BLACK ........ Black ......  $  0.50
RHN-BLUE ........... Blue........  $  0.50
RHN-GREEN ........ Green .....  $  0.50

CV-3/16............  $ 0.60 0205.......... $  0.15

aCCessories
 Tubing;
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VIOLET DEFLECTOR
  Black Blue
  10.6 13.9
  5' - 7'  6' - 8'

* 20-30 PSI Operating Pressure
* 20-50 PSI Operating Pressure with 
  Flow Regulation
* Flow Based @ 30 PSIS2000-3-FR ......3'-16' w/ Range Limiter & FR ......... Grey Spinner ......... Black Nozzle .........6.6 GPH .......... $  1.35

S2000-3............3'-20' w/ Range Limiter ..................Black Spinner ........ Black Nozzle .........10.1 GPH ......... $  1.35
S2000-16-FR ....16' Diameter w/ Flow Regulation .... Grey Spinner ......... Blue Nozzle ..........8.5 GPH .......... $  1.35
S2000-20 .........20' Diameter Sprinkler ...................Black Spinner ........ Black Nozzle .........10.1 GPH ......... $  1.35
S2000-26 .........26' Diameter Sprinkler ...................Black Spinner ........ Green Nozzle ........20.2 GPH ......... $  1.35
S2000-30 .........30' Diameter Sprinkler ...................Black Spinner ........ Red Nozzle ...........25.9 GPH ......... $  1.35
HS24 .................12" Stake With 24" Tube ................................................................................................ $ 1.35
3449 .................30" Tube Only ............................................................................................................... $ 0.75
SS24 .................24" Steel Stake Only ...................................................................................................... $ 2.75
3819 .................Trunk Protector For S2000 Sprinkler................................................................................ $ 0.15

Item # DescrIptIon spInner nozzle  FloW prIce
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G
reenhouse Irr. TUBE-24W ........ 24" ..........  $  1.55

TUBE-36W ........ 36" ..........  $  1.75
TUBE-48W ........ 48" ..........  $  1.90

Nozzle

Spinner

Bridge

Inverted Rondo performance chart based 4' above crop.


